
FEATURES:
•	 Will	Lay	4’	Plastic	Mulch
•	 56”	Minimum	Row	Spacing
•	 Adjustable	3”	–	5”	Bed	Height
•	 Double	Drip	Attachment
•	 Center	Bed	Fillers	for	Heavy	Soils
•	 Requires	Minimum	40	HP	w/	4-Wheel	Drive
•	 Adjustable	Weight	w/	Water	Tank	for	Firmer	Press	Bed
•	 Compact	Machine	for	High	Tunnels	&	Small	Tractors
•	 Adjustable	Tension	Brake	on	Plastic	Roll	Carriers
•	 Replaceable,	Reversible	Plow	Shares
•	 ⅜”	&	½”	UHMW	Poly	Lined	Bed	Press
•	 Category	I	&	II,	3-Point	Hitch

DOWNLOADS:
Operation	Manual
Setup	Manual
Parts	Breakdown

* Single Drip applicator pictured

1-888-695-79991-877-591-4790

www.watertecna.com

Raised Bed
Mini Mulch Layer2470TM

https://www.watertecna.com/wp-content/uploads/Rainflo-2470-Operating-Manual.pdf
https://www.watertecna.com/wp-content/uploads/Rainflo-2470-Setup-Manual.pdf
https://www.watertecna.com/wp-content/uploads/Rainflo-2470-Parts-Breakdown.pdf

