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250 HP

TIGER
250

FRANGOR
La versione Frangor è consigliata per la pre-
parazione del letto di semina, quando è ri-

-
no. Si distingue dalla versione fresatrice per 

-  rotore a denti o a coltelli diritti per ottenere 
uno sminuzzamento spinto del terreno. La 
velocità di rotazione del rotore è più eleva-
ta rispetto alla fresatrice

- scudo mobile posteriore snodato (ventola 
posteriore) in modo da offrire una ampia 
gamma di regolazioni 

-  rullo posteriore livellatore (disponibile nei 
tipi gabbia, spuntoni, packer).

095.008.00

FRESATRICE e FRANGOR

Rullo gabbia Rullo Packer Rullo spuntoni Rullo spirale

T250
in in in - in HP lbs Nr.

255 111 102 51 - 51 140 2600 60

305 131 122 61 - 61 160 2865 72

355 150 142 71 - 71 180 3130 84

T250F

in in HP lbs lbs lbs lbs Nr. Nr.

255 111 102 140 3085 3085 3460 3260 50 80

305 131 122 160 3485 3485 3900 3660 60 96

355 150 142 180 3880 3880 4345 4655 70 112

Machine weight with cage roller

Machine weight with spikes roller

Machine weight with packer roller

Machine weight with spiral roller

Number of spikes for frangor models

Number of tines for frangor models

FRANGOR
The Frangor version is recommended for 
seedbed preparation when thorough soil re-

rotary tiller version due to the following modi-

-  

rotor shaft rotates faster than the rotary til-
ler

- rear swinging articulated tailgate that offers 
a wide range of adjustment positions 

- rear levelling roller (available in cage, 
spikes and packer models).

Maximum recommended horsepower

Total width

Working width

Side shift

Min.recommended horsepower

Machine weight

Number of blades

• All data, descriptions and illustrations are for reference purposes only and are subject to change without prior notice.

ROTARY TILLERS and FRANGOR

Cage roller - Packer roller - Spikes roller - Spiral roller -

NOTE: Straight tines rotor and hydraulic adjustment for rear roller are supplied on request

FRANGOR

die Saatbettbereitung, wenn eine optimale 
Bodenverfeinerung gefordert wird. Sie un-
terscheidet sich von der Bodenfräsversion 
durch die folgenden Merkmale:
- Rotor mit Keilzinken oder geraden Mes-

sern, der eine feine Bodenzerkleinerung 
gewährleistet. Seine Rotationsgeschwin-
digkeit ist höher als die des Fräsrotors.

- Vielseitig verstellbares Heckprallblech, um 
umfassende Einstellmöglichkeiten zu bie-
ten. 

- Nachlaufende Planierwalze (in der Stab-, 
Stachel oder Zahnpackerausführung liefer-
bar).

• Angaben, Beschreibungen und Abbildungen sind freibleibend und unverbindlich.

FRÄSE und FRANGOR
Stabwalze Packerwalze Stachelwalze Spiralwalze

Rotary tillers with “C” or “L” type blade rotor and side skids
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250 HP

TIGER
250

FRANGOR
La versione Frangor è consigliata per la pre-
parazione del letto di semina, quando è ri-

-
no. Si distingue dalla versione fresatrice per 

-  rotore a denti o a coltelli diritti per ottenere 
uno sminuzzamento spinto del terreno. La 
velocità di rotazione del rotore è più eleva-
ta rispetto alla fresatrice

- scudo mobile posteriore snodato (ventola 
posteriore) in modo da offrire una ampia 
gamma di regolazioni 

-  rullo posteriore livellatore (disponibile nei 
tipi gabbia, spuntoni, packer).

095.008.00

FRESATRICE e FRANGOR

Rullo gabbia Rullo Packer Rullo spuntoni Rullo spirale

T250
in in in - in HP lbs Nr.

255 111 102 51 - 51 140 2600 60

305 131 122 61 - 61 160 2865 72

355 150 142 71 - 71 180 3130 84

T250F

in in HP lbs lbs lbs lbs Nr. Nr.

255 111 102 140 3085 3085 3460 3260 50 80

305 131 122 160 3485 3485 3900 3660 60 96

355 150 142 180 3880 3880 4345 4655 70 112

Machine weight with cage roller

Machine weight with spikes roller

Machine weight with packer roller

Machine weight with spiral roller

Number of spikes for frangor models

Number of tines for frangor models

FRANGOR
The Frangor version is recommended for 
seedbed preparation when thorough soil re-

rotary tiller version due to the following modi-

-  

rotor shaft rotates faster than the rotary til-
ler

- rear swinging articulated tailgate that offers 
a wide range of adjustment positions 

- rear levelling roller (available in cage, 
spikes and packer models).

Maximum recommended horsepower

Total width

Working width

Side shift

Min.recommended horsepower

Machine weight

Number of blades

• All data, descriptions and illustrations are for reference purposes only and are subject to change without prior notice.

ROTARY TILLERS and FRANGOR

Cage roller - Packer roller - Spikes roller - Spiral roller -

NOTE: Straight tines rotor and hydraulic adjustment for rear roller are supplied on request

FRANGOR

die Saatbettbereitung, wenn eine optimale 
Bodenverfeinerung gefordert wird. Sie un-
terscheidet sich von der Bodenfräsversion 
durch die folgenden Merkmale:
- Rotor mit Keilzinken oder geraden Mes-

sern, der eine feine Bodenzerkleinerung 
gewährleistet. Seine Rotationsgeschwin-
digkeit ist höher als die des Fräsrotors.

- Vielseitig verstellbares Heckprallblech, um 
umfassende Einstellmöglichkeiten zu bie-
ten. 

- Nachlaufende Planierwalze (in der Stab-, 
Stachel oder Zahnpackerausführung liefer-
bar).

• Angaben, Beschreibungen und Abbildungen sind freibleibend und unverbindlich.

FRÄSE und FRANGOR
Stabwalze Packerwalze Stachelwalze Spiralwalze

Rotary tillers with “C” or “L” type blade rotor and side skids
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140HP

PIONEER
140

FRANGOR
La versione Frangor è consigliata per la prepara-
zione del letto di semina, quando è richiesto un 

-  rotore a denti o a coltelli diritti per ottenere uno 
sminuzzamento spinto del terreno. La velocità 
di rotazione del rotore è più elevata rispetto alla 
fresatrice

- scudo mobile posteriore snodato (ventola poste-
riore) in modo da offrire una ampia gamma di 
regolazioni 

-  rullo posteriore livellatore (disponibile nei tipi 
gabbia, spuntoni, packer).

P140F

in in HP lbs lbs lbs lbs Nr. Nr.

205 91 83 95 2194 2194 2464 2326 40 64

230 101 93 100 2359 2359 2624 2491 45 72

255 111 102 105 2524 2524 2789 2646 50 80

280 121 112 110 2690 2690 2959 2821 55 88

305 131 122 115 2855 2855 3131 2979 60 96

 

With rear roller and spike or straight tine rotorRotary tillers with “C” or “L” type blade rotor and side skids

FRANGOR (P140F)FRESA (P140)

PIONEER 140

 

P140
in in in-in HP lbs Nr.

180 83 73 36 - 36 90 1565 42

205 91 83 41 - 41 95 1664 48

230 101 93 46  -  46 100 1764 54

255 111 102 51 - 51 105 1863 60

280 121 112 56 - 56 110 1962 66

305 131 122 61 - 61 115 2061 72

FRANGOR
The Frangor version is recommended for seedbed 

-
quired. It is different from the rotary tiller version 

-  

rotates faster than the rotary tiller
- rear swinging articulated tailgate that offers a 

wide range of adjustment positions 
-  rear levelling roller (available in cage, spikes and 

packer models).

Total width

Working width

Side shift

Min. recommended horsepower

Machine weight

Number of blades

Machine weight with cage roller

Machine weight with spikes roller

Machine weight with packer roller

Machine weight with spiral roller

Number of spikes for frangor models

Number of tines for frangor models

ALSO AVAILABLE IN REVERSIBLE ROTARY TILLER VERSION

ROTARY TILLERS and FRANGOR

• All data, descriptions and illustrations are for reference purposes only and are subject to change without prior notice.

FRANGOR

Saatbettbereitung, wenn eine optimale Bodenver-
feinerung gefordert wird. Sie unterscheidet sich 
von der Bodenfräsversion durch die folgenden 
Merkmale:
- Rotor mit Keilzinken oder geraden Messern, der 

eine feine Bodenzerkleinerung gewährleistet. 
Seine Rotationsgeschwindigkeit ist höher als die 
des Fräsrotors.

- Vielseitig verstellbares Heckprallblech, um um-
fassende Einstellmöglichkeiten zu bieten. 

- Nachlaufende Planierwalze (in der Stab-, Stachel 
oder Zahnpackerausführung lieferbar).

Maximum recommended horsepower

 

• Angaben, Beschreibungen und Abbildungen sind freibleibend und unverbindlich.
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250 HP

TIGER
250

FRANGOR
La versione Frangor è consigliata per la pre-
parazione del letto di semina, quando è ri-

-
no. Si distingue dalla versione fresatrice per 

-  rotore a denti o a coltelli diritti per ottenere 
uno sminuzzamento spinto del terreno. La 
velocità di rotazione del rotore è più eleva-
ta rispetto alla fresatrice

- scudo mobile posteriore snodato (ventola 
posteriore) in modo da offrire una ampia 
gamma di regolazioni 

-  rullo posteriore livellatore (disponibile nei 
tipi gabbia, spuntoni, packer).

095.008.00

FRESATRICE e FRANGOR

Rullo gabbia Rullo Packer Rullo spuntoni Rullo spirale

T250
in in in - in HP lbs Nr.

255 111 102 51 - 51 140 2600 60

305 131 122 61 - 61 160 2865 72

355 150 142 71 - 71 180 3130 84

T250F

in in HP lbs lbs lbs lbs Nr. Nr.

255 111 102 140 3085 3085 3460 3260 50 80

305 131 122 160 3485 3485 3900 3660 60 96

355 150 142 180 3880 3880 4345 4655 70 112

Machine weight with cage roller

Machine weight with spikes roller

Machine weight with packer roller

Machine weight with spiral roller

Number of spikes for frangor models

Number of tines for frangor models

FRANGOR
The Frangor version is recommended for 
seedbed preparation when thorough soil re-

rotary tiller version due to the following modi-

-  

rotor shaft rotates faster than the rotary til-
ler

- rear swinging articulated tailgate that offers 
a wide range of adjustment positions 

- rear levelling roller (available in cage, 
spikes and packer models).

Maximum recommended horsepower

Total width

Working width

Side shift

Min.recommended horsepower

Machine weight

Number of blades

• All data, descriptions and illustrations are for reference purposes only and are subject to change without prior notice.

ROTARY TILLERS and FRANGOR

Cage roller - Packer roller - Spikes roller - Spiral roller -

NOTE: Straight tines rotor and hydraulic adjustment for rear roller are supplied on request

FRANGOR

die Saatbettbereitung, wenn eine optimale 
Bodenverfeinerung gefordert wird. Sie un-
terscheidet sich von der Bodenfräsversion 
durch die folgenden Merkmale:
- Rotor mit Keilzinken oder geraden Mes-

sern, der eine feine Bodenzerkleinerung 
gewährleistet. Seine Rotationsgeschwin-
digkeit ist höher als die des Fräsrotors.

- Vielseitig verstellbares Heckprallblech, um 
umfassende Einstellmöglichkeiten zu bie-
ten. 

- Nachlaufende Planierwalze (in der Stab-, 
Stachel oder Zahnpackerausführung liefer-
bar).

• Angaben, Beschreibungen und Abbildungen sind freibleibend und unverbindlich.

FRÄSE und FRANGOR
Stabwalze Packerwalze Stachelwalze Spiralwalze

Rotary tillers with “C” or “L” type blade rotor and side skids



T250F

 
Maximum suggested horsepower

www.celli.it

    093.722.03  
FIXED POWER HARROW 1 SPEED OR

4 SPEED 540 rpm 
 

80 HP

GO

GO

in in HP lbs lbs lbs lbs Nr.

150 61 59 40 1080 1100 1253 - 12

175 71 69 45 1210 1235 1380 - 14

200 81 79 50 1345 1365 1520 1380 16

225 91 89 60 1475 1500 1655 1390 18

250 100 98 65 1610 1655 1785 1675 20

300 120 118 70 1830 1875 2005 1895 24

Total width

Working width
 

Side-shift

Min. suggested horsepower
 

Weight with cage roller

Weight with spikes roller

Weight with packer roller

Weight with spiral roller

N° of blades

maximum horse power: 80 HP (59 KW)

 
Maximum suggested horsepower

www.celli.it

    093.722.03  
FIXED POWER HARROW 1 SPEED OR

4 SPEED 540 rpm 
 

80 HP

GO

GO

in in HP lbs lbs lbs lbs Nr.

150 61 59 40 1080 1100 1253 - 12

175 71 69 45 1210 1235 1380 - 14

200 81 79 50 1345 1365 1520 1380 16

225 91 89 60 1475 1500 1655 1390 18

250 100 98 65 1610 1655 1785 1675 20

300 120 118 70 1830 1875 2005 1895 24

Total width

Working width
 

Side-shift

Min. suggested horsepower
 

Weight with cage roller

Weight with spikes roller

Weight with packer roller

Weight with spiral roller

N° of blades

maximum horse power: 80 HP (59 KW)

Cage Roller Packer RollerSpikes Roller Spiral Roller

TECHNICAL SPECIFICATIONS
•  Maximum horsepower 250 HP
•  PTO 3-speed gearbox for 1000 rpm
•  PTO 3-speed gearbox for 540 rpm (T250)
•  Gearbox oil cooler with radiator
•  Gear side transmission
•  3-point hitch cat. 2 and cat. 3
•  Swinging front linkages  
•  Rear tailgate adjustment by threaded bar
•  Rotor with double welded flange with M16 bolts
•  L-shaped blades: 3.15" x 0.4" (6 blades each
 flange, side blades leaning inwards) 
•  Adjustable cage roller 17.3” with threaded bar (T250F)
•  Spikes : 30x30 mm L= 6.7” (T250F)
•  Working depth: 9.8” (T250): 8.7” (T250F)
•  Foot stand (T250)
•  Drive shaft with clutch
•  Removable safety devices

ACCESSORIES
•  Additional oil reservoir rather than oil
 cooler with radiator
•  C-shaped blades
•  Side blades leaning outwards
•  Straight tines rotor
•  Side skids (PT250F)
•  Set of  2 front wheels
•  Pair of  rear rubber/steel wheels fitted
 with arms and reinforcement cross bar
•  Rear rollers
•  Front track eraser
•  Front sod breaking discs
•  Hydraulic kit for roller adjustment
•  Hydraulic kit for tailgate adjustment
•  Rear hydraulic hitches for seeder
•  Drive shaft with automatic safety device 

www.celli-usa.com
Toll Free: 1-877-591-4790

TIGER
250

FRANGOR
The Frangor version is recommended for seedbed preparation when thorough soil refinement is required. It is different from the rotator tiller 
version due to the following modifications:
-rotor shaft fitter with either spikes or straight tines for accurate soil finishing. The rotor shaft rotates faster than the rotary tiller
- rear swinging articulated tailgate that offers a wide range of  adjustment positions
- rear levelling roller (available in cage, spikes and packer models)

NOTE: Straight tines rotor and hydraulic adjustment for rear roller are supplied on request

ROTARY TILLER suitable for
high power tractors


